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Perfect for a wide range of applications, the ROK lights from Lightforce are a 

unique solution to a range of lighting needs – use them as a reversing light, 

a motorbike handlebar light or even as a work light while camping! Available 

in a range of beam patterns, the new ROK9, ROK10, ROK20 and ROK40 work 

lights from Lightforce are a handy addition to address multiple lighting needs.



ROK9, ROK10, ROK20 AND ROK40
Perfect for a wide range of applications, the multi purpose ROK9, 
ROK10, ROK20 and ROK40 are the ideal solution!

FEATURES:

•	 High pressure cast aluminium body

•	 Hard coated, scratch and high impact resistant polycarbonate lens

•	 Custom fabricated dual injected molded strain relief connector, fitted to military 

specification grade cable*

•	 Waterproof rating: ROK40 and ROK20 - IP69K /| ROK10 - IP68K / ROK9 - IP67

•	 Military specification waterproof membrane with mechanical seal (ROK20 and 

ROK40 only)

•	 Over, under and reverse voltage protection

•	 Pulse width modulation thermal management circuitry

•	 Mounting system included

•	 Deutsch waterproof connector*

•	 RoHS certified

•	 3 year warranty

•	 Available in ‘spot’ or ‘flood’ configurations (ROK9 available in flood only)

•	 Instant on 

DIMENSIONS

SPECIFICATIONS:

•	 Colour temperature: 5000K 

•	 50,000+ hour LED lifespan

•	 Operating temperature -40°C to 63°C (-40°F to 145°F)

•	 Weight: ROK10/ROK20 – 275grams | ROK40 – 
706grams (weight includes mount and hardware)

ROK40 SPECIFICATIONS (4 X 10W):

•	 Input voltage range: 9-36V DC

•	 Current draw: 2.1A @ 13.2V

•	 Input cable 450mm

•	 Full wiring harness included

ROK20 20W SPECIFICATIONS (2 X 10W):

•	 Input voltage range: 9-36V DC 

•	 Current draw: 0.9A @ 13.2V 

•	 Wiring harness not included

ROK10 10W SPECIFICATIONS (2 X 5W):

•	 Input voltage range: 9-36V DC 

•	 Current draw: 0.7A @ 13.2V 

•	 Wiring harness not included

ROK9 9W SPECIFICATIONS (3 X 3W):

•	 Input voltage range: 10-30V DC 

•	 Current draw: 0.3A @ 13.2V 

•	 Wiring harness not included

TECHNICAL SPECIFICATIONS

MODEL BEAM WATTAGE RAW  
LUMENS

EFFECTIVE 
LUMENS

CBROK9 Flood 9W (3x3) 350Lm 272Lm

CBROK10F Flood 10W (2x5) 1000Lm 474Lm

CBROK10S Spot 10W (2x5) 1000Lm 489Lm

CBROK20F Flood 20W (2x10) 1700Lm 770Lm

CBROK20S Spot 20W (2x10) 1700Lm 800Lm

CBROK40F Flood 40W  (4x10) 3200Lm 2073Lm

CBROK40S Spot 40W (4x10) 3200Lm 1903Lm

70.5mm 82mm

55.4mm 84mm

49mm 76mm
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ROK40 SPOT • 178m @ 1 LUX

National Association of Testing Authorities Accredited, Australia 2015.  Photometric testing  

performed by Photometric Solutions International Pty Ltd (PSI) Huntingdale VIC
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* Not applicable to ROK9

ROK9 ROK10/20 ROK40


